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 CASTER ANGLE FROM CENTER POSITION CAN BEINCREASED BY 0,5° AND DECREASED BY 1,0°
CAMBER ANGLE FROM CENTER POSITION CAN BEINCREASED BY 3,0° AND DECREASED BY 4,7° 
PC NO COMPONENT NAME QTY1 GT86 DRIFT CAMBER PLATE - BASE PLATE R/H 12 GT86 CAMBER PLATE - BEARING HOUSING 13 COILOVER NUT - M12x1.25 FOR 3/4 ID BEARING 14 COILOVER TOP MOUNT SPACER - 12 x3/4 x 5.5 15 QA1 BEARING COM12T PTFE 16 RETAINING RING DIN 472 x 1.5 17 ISO 7089 6x12  WASHER STEEL GRADE A ZN HOT 48 ISO 7380 M6x16 STEEL 10.9 HEX HEAD CAP LOW 49 DIN 6921 M8x1.25x35 18-8 STAINLESS STEEL 310 ISO 4161NUT  M8 FLANGED STEEL GRADE A HEXAGON 8.8 ZN 3

CAMBER PLATE - 0 POSITION

CAMBER PLATES AREASYMMETRICAL AND ARROWMUST POINT TOWARDS THEENGINE

CASTER ANGLE IS OEMWHEN CHASSIS ISALIGNED WITH ZEROMARK

CAMBER ANGLE IS OEMWHEN BOLT IS ALIGNEDWITH ZERO MARK

MORE CASTER - SLIDEPLATE TOWARDS REARLESS CASTER - SLIDEEPLATE TOWARDSFRONT

CAMBER ANGLE ISCHANGED BY 0,5° WHENWASHER IS CONCENTRICWITH NEXT GROOVE

CAMBER PLATE - MAX NEGATIVE CAMBER

BEARING MOUNT TO BEROTATED 180° TO ADJUSTCAMBER TOWARDS INSIDE(NEGATIVE)

STRUT TOP HOLE WILLREQUIRE TRIMMINGWHEN MAXIMUMPOSITIVE CAMBER ISUSED WITH ADJUSTEDCASTER ANGLE
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13mm HEX, TIGTHEN TO 20Nm
4 mm HEX, TIGHTEN TO12Nm

21mm HEX,TIGHTEN TO 65Nm



PC NO ALTERNATE CONFIGURATION - ITEM1 COILOVER MAKE AND MODEL
A COILOVER TOP MOUNT NUT -M12x1.25 - 3/4 OD AST 5100 (INVERTED), BC Racing, Bilstein (B6,B8, B14, B16), Feal Suspension, Fortune auto,Koni, KW, MCS, OEM, Parts shop max, RCETarmac, ST suspension, Öhlins road & trackB COILOVER TOP MOUNT NUT -M14x1.5 - 3/4 OD JRZ RS pro, TEIN ( Street basic), TRD, RSRBlack/sport
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PC NO ALTERNATE CONFIGURATION -ITEM 2 COILOVER MAKE AND MODEL
A COILOVER TOP MOUNT SPACER -12 x3/4 x 5.5 BC Racing, Feal suspension, Fortune auto, MCS,Parts shop max, RCE tarmacB COILOVER TOP MOUNT SPACER -15 x3/4 x 5.5  Bilstein (B6, B8, B14, B16), Koni, KW, OEM ( requires new spring snd top seat ), RCE Tarmac,RSR black/sport, ST suspension, TEIN (Streetbasic), TRD, Öhlins road & track

1 21mm HEX, TIGHTEN TP 65Nm (40 lbs-ft)

13mm HEX, TIGTHEN TO20Nm (13 lbs-ft)

4 mm HEX, TIGHTEN TO 12Nm ( 8 lbs-ft)
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