
OFFX-PRMM
CAMBER/CASTER ADJUSTER PLATE NUTSTORQUED TO 50 Nm ( 35 lbf-ft)

STRUT TOWER

STRUT TOWER SPACER

COILOVER UPPER MOUNT SECURING BOLTS

CAMBER/CASTER ADJUSTER PLATE BOLTS
BOLTS/STUDS TO BE REMOVED IFEQUIPPED WITH COILOVER UPPER MOUNT

COILOVER UPPER MOUNT SECURING NUTSTORQUED TO 50 Nm ( 35 lbf-ft)

CAMBER ADJUSTER SCREWSTORQUED TO 10 Nm (7,5 lbf-ft)

FRONT COILOVER UPPER MOUNT

31

COILOVER LENGTH INCREASE

FORWARD

INSIDE

BOLT HOLDING COILOVERUPPER MOUNT, LOOSEN NUTSTO ADJUST CASTER ANGLE

NUT HOLDING COILOVERUPPER MOUNT+CAMBER/CASTERADJUSTER PLATE, LOOSEN NUTSTO ADJUST CASTER ANGLE FURTHER

15 53

CAMBER ANGLE ADJUSTMENT
MINIMUM OFFSET FROMCENTER OF THE STRUT TOWER

MAXIMUM OFFSET FROMCENTER OF THE STRUT TOWER

CAMBER IS ADJUSTED USING M6 SCREWS AS WITH ADJUSTABLE UPPER MOUNTS - USE DIFFERENT MOUNTING HOLES FOR ACCESS

2 8

CASTER ANGLE ADJUSTMENT -MINIMUM

MAXIMUM POSITIVE OFFSET FROMCENTER OF THE STRUT TOWER
NUTS TO BE LOOSENED FROM UNDERNEATHTHE COILOVER UPPER MOUNT FOR ADJUSTMENT

1 5

CASTER ANGLE ADJUSTMENT - MAXIMUM

MAXIMUM NEGATIVE OFFSET FROMCENTER OF THE STRUT TOWER

NOTICE THAT CHASSIS MOUNTING HAS ALSOBEEN ADJUSTED FOR MAXIMUM RANGE


