
R32R-FLCA

8 DIN 985-8 M12x1.75-10 NYLON LOCKING NUT 10.9 GRADE A 27 ISO 4014 M12x80  BOLT STEEL GRADE A HEXAGON HEAD 10.9 26 ISO 4014 M8x35  BOLT STEEL GRADE A HEXAGON HEAD 10.9 15 ISO 7089 12x24 STEEL WASHER  GRADE A PLAIN ZN HOT 44 ISO 7089 8x16 STEEL WASHER  GRADE A PLAIN ZN HOT 13 R32 GT-R LATERAL LINK SPACER 12 R32 GT-R FRONT LATERAL LINK ROD EYE 11 R32 GT-R LATERAL LINK WELDING ASM R/H 1PC NO COMPONENT NAME QTY
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R32R-FLCA

TIGHTEN PINCH BOLT TO 60 Nm ( 45 lbf-ft )(LUBRICATE ALL THREADS) TORQUE TO: 100Nm (75 ft-lb)

TORQUE TO: 100Nm (75 ft-lb)

TORQUE TO: 90Nm (67 ft-lb)M12x80 BOLTS

FINAL STEP: ADJUST TOE

TORQUE TO: 65 Nm (50 ft-lb)

TORQUE TO:90Nm (67 ft-lb)

SPACER MUST BE USED BETWEENLATERAL LINK AND TENSION ROD

4 1
OEM LENGTH

6 1 MAXIMUM LENGTH


