
S13X-CSTR / S14X-CSTR

CHECK FOR ROD END BEARING ALIGNMENTAFTER TIGHTENING THE ADJUSTING MECHANISMROD END TO BE PERPENDICULAR TO THE SPACERS

CRITICAL!
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S13 OEM LENGTH - 355 mmS14 OEM LENGTH - 377 mm
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S13 MINIMUM LENGTH - 338 mmS14 MINIMUM LENGTH - 360 mm(MEASURED BETWEEN HOLE CENTERS)

SUGGESTED ARM LENGTH ADJUSTMENT MEASUREMENTS
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S13 MAXIMUM LENGTH - 375 mmS14 MAXIMUM LENGTH - 397 mm
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OEM BOLT TORQUE: 88-108 Nm (65-80 ft-lb)

WHEEL SIDE

OEM BOLT TORQUE: 88-108 Nm (65-80 ft-lb)

1-1/8 OR 27 mm HEX SPANNER

12mm INTERNAL HEX DRIVEUSED FOR ON-CAR ADJUSTMENTS

32 mm HEX SPANNER

LONG SPACER PLACEDOUTER SIDE OF THE BRACKET
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CURVED ARM IS WELDED AT AN OFFSET TO THE THREADED HOUSING.THIS SIDE TO FACE UP AND BE ON TOP OF THE LCA.  RIGHT SIDEPART SHOWN


